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Optical & Electrical Specifications:

         DPSS Laser

  532 nm (visible green)

       <1.0 mW Class II

           <1.0 mm

    90~220 Vac 50/60 Hz

           0.5 Watt

          10 ~ 35
oC

Source

Wavelength

Optical Power

Line Thickness

Power Supply

Consumption
     

                                   Operating
                                   Temperature Range

Dimensions:
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Canada:

Cemar Electro Inc.
528 Meloche
Dorval, Quebec
Canada H9P 2T2

Tel: 514-631-5807
Fax: 514-631-7505
Toll Free: 1-877-631-5273

United States:

Cemar Electro
100 Walnut St.
Champlain, NY
USA  12919

Tel: 518-298-3065
Fax: 518-298-2927
Toll Free: 1-800-298-5273

Europe:

P. Spirig GMBH
Bahnstrasse 23
CH-9435 Heerbrugg
Switzerland

Tel: 41-71-722-3820
Fax: 41-71-722-7887

cemareurope@cemarelectro.comcemar@cemarelectro.com cemarusa@cemarelectro.com

Quality Assurance
Cemar Electro Inc. is ISO 9001:2000
certified and adheres to the
highest engineering and manu-
facturing standards. All lasers
produced in our facility undergo
rigorous testing before shipment.

Warranty
Cemar Electro stands behind
its products with the best
warranty in the business: all of
our lasers are covered by a
2-year parts and labor war-
ranty.

Service
We service all makes and
models of diode line gener-
ating lasers in our repair
facility. All repairs are
shipped within 48 hours of an
approved estimate.

Caution and Warning:

Repeated, deliberate exposure to the laser beam emitted by the
Sagittal Green Laser may not be safe for the human eyes.

Pay full attention when connecting the Sagittal Green Laser’s
power supply. Avoid electrostatic discharge. 

Keep the laser output window clean.


